
Traffic Signal Base
Safely expose electrical
lines for quick repairs.

Cleanouts
(Manholes, Catch Basins,
Culverts, Casings)
Makes cleaning quick 
and efficient whether 
close by or in remote 
areas. Attainable depths 
of up to 300' (91.4 m).

Pole Hole, 
Light Pole Excavation
Safely and quickly 
excavate locations for
poles, light posts, etc.
Virtually eliminate 
utility line damage.

Trenching (New 
Trench or Exposure 
of Existing Lines)
Cut trenches quickly 
and easily, or expose 
sections of lines, 
laterals and piping.

Other Applications/Capabilities

• Water filtration media removal

• Roof ballast removal

• Bentonite recovery

• Cathotic anode installation

• Piling holes

• Large excavations

• Remote excavation - distances 
up to 1,000'

• Grinder pump installation

• Elevator shaft excavation 
& cleanout

• Petroleum facility excavation

• Industrial facility excavation

• Water valve box installation

• Sign base (precast or poured)

• Tree stump removal

• Burying propane tanks

• Ability to dig through any 
depth of frost

• Water hydrant repair

Safety. Reliability. Versatility.

Underground Utility
Locates (Potholing 
or Daylighting)
Safely expose utilities
without the threat of 
cutting or rupturing a 
line or pipe.

Applications
& Capabilities
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Supersucker® Camel® Camel Jet® Camel Vac® Little Sucker®

Standard Features
• 10 cu. yd. (7.6 cu. m) debris body

• Full-opening tailgate

• Manual tailgate latches

• Hydraulically operated ejector plate

• Large storage cabinet with access doors each side

• Positive displacement vacuum pump – 3600 CFM (6119 cmh) 
and 16" Hg (5512 mm)

• Transfer case drive for vacuum pump

• Triplex water pump – 10 GPM (37.6 LPM) and 2000 psi (138 bar)

• 1,000-gallon (3785 L) polyethylene water tank

• Power boom with 305° rotation, 4 ft. (1.2 m) extension (20 ft.
(6.1 m) from side of unit) and 15.4 ft. (4.7 m) vertical lift

• Hand-held pendant with permanently installed 
back-up station

• Cyclone separator with large clean-out door

• Pleated element final filter – easily removed – washable

• Pendant-controlled vacuum relief valve

• Dual-float ball shut-off

• Water lance with neoprene tip complete with spring return reel
and 50 ft. (15.24 m) hose

• Body liquid level indicator

• Vacuum gauge, vacuum pump tachometer with hour meter

• 6" dia. (152 mm) front body drain valve – with drain hose

• Air purge system

• Water circulation system

• 8" x 15' (203 mm x 4.6 m) aluminum tubes plus 6" x 7' 
(152 mm x 2.1 m) dig tube with storage rack

Available Options
• 16 cu. yd. (12.2 cu. m) debris body

• Hydraulic tailgate latches

• Vacuum pumps rated at 3800 CFM (6456 cmh) or 5500 CFM (9344
cmh) and 28" Hg (711 mm)

• Water pump rated at 14 GPM (53 LPM) and 3000 psi (204 bar)

• Auxiliary 500-gallon (1893 L) water tank

• 8 ft. (2.44 m) telescopic boom

• Wireless pendant control

• Super Pak dewatering and compaction system

• Anti-freeze injection system

• Water heaters in 540,000; 880,000; 1,200,000 BTU/hr (158 kw,
258 kw, 352 kw) capacity

• Cabinet heater

• Various nozzles and lances

• Worklights

• Beacons, strobes, arrow boards

• Extra vacuum tubes and hoses

• Emergency shutdowns

• Rear splash shield

• Boom inlet flapper valve

• 185 CFM air compressor with air lance




